
NORIKA STAINLESS STEEL 316L PRESS FIT FITTINGS  NORIKA STAINLESS STEEL 316L 

PRESS FIT FITTINGS (M- PROFILE)  

A Product of the nPressGuard® Solution



PRODUCT LISTING SCHEME
Certificate Number : STL-COC-Z0077

Issue No : 01

This Certificate is awarded to the following product(s) which has / have
complied with the requirements of the listed standard(s).

Applicant : Liang Chew Hardware Pte Ltd

133 Kitchener Road
Singapore 208517

Product : Stainless Steel 316L Pipes

Brand / Model : Norika / PIPSS316N

Detail : Sizes (mm): 15, 22, 28, 35, 42, 54, 67, 80, &
100

Test Standard(s) : BS EN 10312: 2002, ASTM E 1086-2014, BS
EN 10088-2: 2014, AS/NZS 4020: 2005  

Product conformity Certificates are awarded on the basis of an
assessment of the following type-test report(s):

2625262-KGT, 2323070-LCH, 2221967/02-CPC, 1920519/01-OYC,
1920519/03-CPC

Date of Original Issue : 06 February 2026

Date of Last Revision : NA

Date of Expiry : 05 February 2028

Head, Certification
Singapore Test Lab Pte Ltd

Page 1 of 1

This Certificate is part of a full report and should be read in conjunction with it. This Certificate remains the
property of Singapore Test Lab Pte Ltd and shall be returned upon request. The use of this Certificate is
subjected to the Terms and Conditions of Singapore Test Lab Pte Ltd. The manufacturer is solely responsible for
the compliance of any product that has the same designation as the product type-tested.

Singapore Test Lab Pte Ltd certifies according to ISO / IEC 17065

Singapore Test Lab Pte Ltd • 10B Enterprise Road Singapore 629828 • Email: contact@singaporetestlab.sg.

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org


PRODUCT LISTING SCHEME
Certificate Number : STL-COC-Z0076

Issue No : 01

This Certificate is awarded to the following product(s) which has / have
complied with the requirements of the listed standard(s).

Applicant : Liang Chew Hardware Pte Ltd

133 Kitchener Road
Singapore 208517

Product : Stainless Steel 316L Press Fit Fittings

Brand / Model : Norika / SS316LPFN

Detail : Sizes (mm): 15, 22, 28, 35, 42, 54, 67, 80 &
100

Test Standard(s) : BS EN 1254-2: 1998, AS 3688: 2006, SS
375: 2015, AS/NZS 4020: 2005, SS 270:
2015, ASTM E1086-2014

Product conformity Certificates are awarded on the basis of an
assessment of the following type-test report(s):

2625260-KGT, 2323069-LCH, 1920519/02-OYC, FB8500287176,
1920519/03-CPC, 2221990-OYC, 1920519/04-CPC

Date of Original Issue : 06 February 2026

Date of Last Revision : NA

Date of Expiry : 05 February 2028

Head, Certification
Singapore Test Lab Pte Ltd

Page 1 of 1

This Certificate is part of a full report and should be read in conjunction with it. This Certificate remains the
property of Singapore Test Lab Pte Ltd and shall be returned upon request. The use of this Certificate is
subjected to the Terms and Conditions of Singapore Test Lab Pte Ltd. The manufacturer is solely responsible for
the compliance of any product that has the same designation as the product type-tested.

Singapore Test Lab Pte Ltd certifies according to ISO / IEC 17065

Singapore Test Lab Pte Ltd • 10B Enterprise Road Singapore 629828 • Email: contact@singaporetestlab.sg.
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CROSS SECTION VIEW

Length

dD 28MMX0.8MM 5750MM BSEN10312 SS316L 10.03.2026

STANDARD SPECIFICATIONS

Working Pressure
25 Bar

362 PSI

Working Temperature 0 ~ 85℃

Standard Length 5.8 meters

Material Stainless steel 316L

Melting Point
1375-1400℃

(2507-2552℉)

Surface Finish Polished

DIMENSIONS

SKU DN
D

(mm)

d

(mm)

T

(mm)

Insertion 
Depth

A (mm)

L

(mm)

WEIGHT

(kg)

2.9m PIPE

SKU
L

(mm)

WEIGHT

(kg)

PIPSS316L015 15 15.06-15.15 13.8 0.6 20 5800 1.250 PIPSS316L015-2.9M 2900 0.624

PIPSS316L020 22 22.07-22.18 20.6 0.7 21 5800 2.420 PIPSS316L020-2.9M 2900 1.106

PIPSS316L025 28 28.07-28.18 26.4 0.8 22 5800 3.110 PIPSS316L025-2.9M 2900 1.418

PIPSS316L035 35 35.09-35.23 33.0 1.0 26 5800 4.990 PIPSS316L035-2.9M 2900 2.265

PIPSS316L042 42 42.09-42.23 39.8 1.1 30 5800 6.430 PIPSS316L042-2.9M 2900 3.393

PIPSS316L050 54 54.09-54.23 51.6 1.2 35 5800 9.010 PIPSS316L050-2.9M 2900 4.390

PIPSS316L065 67 66.80-67.03 64.6 1.2 50 5800 11.16 PIPSS316L065-2.9M 2900 5.635

PIPSS316L080 76 76.20-76.43 73.0 1.5 51 5800 15.93 PIPSS316L080-2.9M 2900 8.300

PIPSS316L100 108 108.10-108.33 105.0 1.5 75 5800 22.66 PIPSS316L100-2.9M 2900 11.900

3.33
Copyright. All Rights Reserve. Norika®
Norika is constantly seeking product improvements. Therefore, its products are subject to change if deemed necessary.

PIPE END SIDE VIEW

Press fit fittings insertion depth

Pipe center line

NOTE: 
1. Wall thickness tolerance standard is ±10%.
2. The 5.8m length pipes comes with a pre-cut length of 2.9m (as shown above).

5.8M PIPE  SIDE VIEW

2.9M PIPE  SIDE VIEW

Designed By Norika® 

COMPLY WITH BSEN10312:2002

BRASS, STAINLESS STEEL AND COPPER FITTINGS

* Polished finishing for improved appearance, 
enhanced rust resistance, easier cleaning, and 
longer service life.

T

STAINLESS STEEL 316L PIPE 
WITH POLISHED FINISHING 

A Product of the nPressGuard® Solution



3.34.1

BRASS, STAINLESS STEEL AND COPPER FITTINGS

STAINLESS STEEL 316L
PRESS FIT FITTINGS
(M PROFILE)

CROSS SECTIONAL VIEW

Copyright. All Rights Reserve. Norika®
Norika is constantly seeking product improvements. Therefore, its products are subject to change if deemed necessary.

DIMENSIONS

SKU
SIZE

 (mm)

L

(mm)

H

(mm)

T

(mm)

WEIGHT

(kg)
PCS/CTN

SS316LPFNE45015 15 31 20 1.5 0.037 400

SS316LPFNE45020 22 33 21 1.5 0.065 160

SS316LPFNE45025 28 40 23 1.5 0.090 120

SS316LPFNE45035 35 45 26 1.5 0.125 140

SS316LPFNE45042 42 54 31 1.5 0.217 80

SS316LPFNE45050 54 65 36 1.5 0.268 48

SS316LPFNE45065 65 93 50 1.8 0.604 18

SS316LPFNE45080 76 98 51 2.0 0.812 12

SS316LPFNE45100 108 133 75 2.0 1.615 4

COMPLY WITH BSEN1254-2: 1998

45˚ ELBOW

A Product of the nPressGuard® Solution

STANDARD SPECIFICATION

Working Pressure 16 Bar

Working Temperature 0 ~ 85℃

Applications Hot and cold potable water system.



3.34.2

CROSS SECTIONAL VIEW

MXF 45˚ ELBOW

Copyright. All Rights Reserve. Norika®
Norika is constantly seeking product improvements. Therefore, its products are subject to change if deemed necessary.

DIMENSIONS

SKU
SIZE

(mm)

L

(mm)

L1

(mm)

H

(mm)

T

(mm)

WEIGHT

(kg)
PCS/CTN

SS316LPFNE45015MF 15 35 31 20 1.5 0.036 360

SS316LPFNE45020MF 22 36 37 21 1.5 0.060 200

SS316LPFNE45025MF 28 42 38 23 1.5 0.109 120

SS316LPFNE45035MF 35 53 45 26 1.5 0.148 150

SS316LPFNE45042MF 42 61 54 31 1.5 0.180 60

SS316LPFNE45050MF 54 73 63 36 1.5 0.270 48

SS316LPFNE45065MF 67 106 93 50 1.8 0.600 15

SS316LPFNE45080MF 76 120 97 51 2.0 0.837 12

SS316LPFNE45100MF 108 164 130 75 2.0 1.600 4

STAINLESS STEEL 316L
PRESS FIT FITTINGS
(M PROFILE)
COMPLY WITH BSEN1254-2: 1998

BRASS, STAINLESS STEEL AND COPPER FITTINGS

A Product of the nPressGuard® Solution

STANDARD SPECIFICATION

Working Pressure 16 Bar

Working Temperature 0 ~ 85℃

Applications Hot and cold potable water system.



3.34.3

CROSS SECTIONAL VIEW

90˚ ELBOW

Copyright. All Rights Reserve. Norika®
Norika is constantly seeking product improvements. Therefore, its products are subject to change if deemed necessary.

DIMENSIONS

SKU
SIZE

 (mm)

L

 (mm)

L1

 (mm)

T

 (mm)

WEIGHT

(kg)
PCS/CTN

SS316LPFNE90015 15 42 20 1.5 0.045 300

SS316LPFNE90020 22 51 21 1.5 0.077 150

SS316LPFNE90025 28 60 23 1.5 0.124 150

SS316LPFNE90035 35 72 26 1.5 0.165 100

SS316LPFNE90042 42 85 31 1.5 0.239 60

SS316LPFNE90050 54 105 36 1.5 0.375 32

SS316LPFNE90065 67 143 50 1.8 0.825 13

SS316LPFNE90080 76 150 51 2.0 0.990 12

SS316LPFNE90100 108 221 75 2.0 2.110 4

STAINLESS STEEL 316L
PRESS FIT FITTINGS
(M PROFILE)
COMPLY WITH BSEN1254-2: 1998

BRASS, STAINLESS STEEL AND COPPER FITTINGS

A Product of the nPressGuard® Solution

STANDARD SPECIFICATION

Working Pressure 16 Bar

Working Temperature 0 ~ 85℃

Applications Hot and cold potable water system.



3.34.4

CROSS SECTIONAL VIEW

Copyright. All Rights Reserve. Norika®
Norika is constantly seeking product improvements. Therefore, its products are subject to change if deemed necessary.

DIMENSIONS

SKU
SIZE

 (mm)

L

 (mm)

L1

 (mm)

H

 (mm)

T

 (mm)

WEIGHT

(kg)
PCS/CTN

SS316LPFNE90015MF 15 42 20 44 1.5 0.042 360

SS316LPFNE90020MF 22 51 21 55 1.5 0.093 150

SS316LPFNE90025MF 28 60 23 68 1.5 0.131 160

SS316LPFNE90035MF 35 72 26 89 1.5 0.212 100

SS316LPFNE90042MF 42 85 31 95 1.5 0.268 60

SS316LPFNE90050MF 54 105 36 113 1.5 0.415 30

SS316LPFNE90065MF 67 140 50 150 1.8 0.800 15

SS316LPFNE90080MF 76 150 51 182 2.0 1.026 12

SS316LPFNE90100MF 108 221 75 238 2.0 2.206 4

STAINLESS STEEL 316L
PRESS FIT FITTINGS
(M PROFILE)
COMPLY WITH BSEN1254-2: 1998

MXF 90˚ ELBOW

BRASS, STAINLESS STEEL AND COPPER FITTINGS

A Product of the nPressGuard® Solution

STANDARD SPECIFICATION

Working Pressure 16 Bar

Working Temperature 0 ~ 85℃

Applications Hot and cold potable water system.




